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Amend Env-A 1204.02, effective 12-31-02 (Document #7812), by inserting paragraph (h), to 
read as follows: 
 
 Env-A 1204.02  Scope. 

  
 (h)  This part shall also apply to any person who sells or offers for sale any solvent for 
use in a cold cleaning machine.     
 
Amend Env-A 1204.03, effective 12-31-02 (Document #7812), by inserting paragraph (co) 
and renumber existing Env-A 1204.03(co) through Env-A 1204.03(dp) as Env-A 1204.03(cp) 
through Env-A 1204.03(dq), so that Env-A 1204.03(co) reads as follows: 
 
 Env-A 1204.03  Definitions.  For purposes of this part, the following definitions shall 
apply: 
 
 (co) “Solvent” means those volatile organic compounds used in the liquid or vapor form 
for the removal of soils from fibrous, non-fibrous, woven, non-woven, metallic, and non-
metallic articles, materials or surfaces. 
 
Readopt with amendments Env-A 1204.43 and 1204.44, effective 12-31-02 (Document 
#7812), to read as follows: 
 
 Env-A 1204.43  Applicability Criteria for Solvent Metal Cleaning.   
 
 (a)  A cold cleaning machine that has an operating capacity of one liter (0.26 gallon) or 
less of VOC shall be exempt from Env-A 1204.44 if the owner or operator uses appropriate 
work practices to reduce VOC emission and prevent solvent spillage including, but not limited 
to, keeping the cover closed on the machine at all times except when processing work loads 
through the degreaser and storing waste solvent in closed containers.   
 
 (b)  An open top vapor degreaser with an open top area less than 1.0 square meter (m2) 
(10.8 square feet (ft2)) shall be exempt from Env-A 1204.45.   
 
 (c)  A conveyorized degreaser with an air/solvent interface area less than 2.0 square meters 
(m2) (21.6 square feet (ft2)) shall be exempt from Env-A 1204.46(a). 
 
 Env-A 1204.44  Compliance Standards for Cold Cleaning.   
 
 (a)  The owner or operator of a cold cleaning process shall control such process by using 
the control techniques, equipment, and operating requirements, and equipment described below: 
 

 (b1)  Control techniques shall include the following: 
 

(1) a. If the solvent volatility is greater than 4.3 kPa (33 mm of mercury or 0.6 
psi) measured at 38°C (100°F) by ASTM D323-99a, or if the solvent is heated 
above 50°C (120°F), one of the following control techniques To prevent 
spillage, either: 

 
a.(i)  A freeboard height that gives a freeboard ratio greater than or equal 
to 0.75 unless the machine is equipped with a cover that is kept closed 
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except when parts are being placed into or being removed from the 
machine; or 
 
b.(ii)  A water cover at least 2.54 centimeter (cm) (1 inch (in)) deep, 
where the solvent is insoluble in and heavier than water; 

 
(2)b.  If a solvent spray is used, the spray nozzle shall be capable of delivering 
a cohesive fluid stream, rather than a fine, atomized or shower type spray, 
operated according to (c)(6)(2)f., below; and 
 
(3) c. A permanent, legible, and conspicuous label, summarizing the operating 
requirements specified in (c2), below, affixed to each solvent container or other 
location where it can be easily seen by the operator; and 

 
(c2)  Operating requirements shall be as follows: 

 
(1) a.  Waste solvent shall be stored only in covered containers; 

 
(2) b.  The degreaser cover shall be closed whenever parts in the cleaner are not 
being handled manually; 
 
(3) c.  Cleaned parts shall be drained for at least 15 seconds or until dripping 
ceases, whichever is longer; 
 
(4) d.  Solvent leaks shall be repaired immediately or the degreaser shall be 
shut down; 
 
(5) e.  Drafts across the top of each cold cleaning unit shall be minimized; and 
 
(6) f.  Where a solvent spray is used, such spraying shall be: 
 

a.(i)  Operated at a pressure which does not exceed 10 psig as measured 
at the pump outlet; and 
 
b.(ii)  Performed only within the confines of the degreasing unit.; 
 

g.  Sponges, fabric, wood, leather, paper products, and other absorbent 
materials shall not be cleaned in a cold cleaning machine; 
 
h.  After March 1, 2007, the owner or operator of a cold cleaning machine 
shall not use in the machine any solvent with a vapor pressure of 1.0 
millimeters of mercury (mm Hg) or greater, measured at 20oC (68oF); and   
   
i. The operator of a cold cleaning machine shall maintain for not less than 2 
years and shall provide to the department, on request: 
 
 (i)  The information specified in paragraph (c)(1), below, in the form of 

an invoice, bill of sale, or certificate that corresponds to a number of 
sales; and 

 
 (ii)  The material safety data sheet (MSDS) as specified in (c)(2), 

below; and  
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(a3)  If the cold cleaning machine can hold more than 7.5 liters, Ccontrol 
equipment shall include the following: 

 
(1) a. A tank cover that is easily operated with one hand, if the solvent: 

 
a.  Has a true vapor pressure greater than 15 mm mercury (0.3 psi) measured at 
38°C (100°F) by the procedures of ASTM D323-99a; 
 
b.  Is agitated while functional; or 
 
c.  Is heated while functional; and 

 
(2) b. If the solvent volatility is greater than 4.3 kPa (33 mm of mercury or 0.6 
psi) measured at 38°C (100°F) by ASTM D323-99a, aAn internally mounted 
drainage device that operates such that parts to be cleaned are enclosed under 
the cover while draining, except that the drainage device may be external for 
applications where an internal type cannot fit into the cleaning system;.   

 
(b)  After March 1, 2006, a person shall not sell or offer for sale for use in a cold 

cleaning machine in New Hampshire any solvent with a vapor pressure of 1.0 mm Hg or 
greater, measured at 20oC (68oF). 

 
(c)  On and after March 1, 2006, a person who sells or offers for sale any solvent for 

use in a cold cleaning machine in New Hampshire shall provide, to the purchaser, the 
following written information: 

 
(1) The name and address of the solvent supplier; and  
 
(2) A MSDS listing the type of solvent, the product or vendor identification 
number, and the vapor pressure of the solvent measured in mm Hg at 20oC (68oF). 

 
 
 

Appendix 
 

Provision of the Proposed Rule Specific State and Federal Statutes which the 
Rule is Intended to Implement 

Env-A 1204.02(h), 1204.03(co), 1204.43, and 
1204.44 

RSA 125-C:4, I(a) & (n); RSA 125-C:6, II & 
XVII; 42 U.S.C. §§7410, 7502(c), & 7511c 

 


